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(d) No person shall operate any vehicle upon a highway unless
the same shall be fully equipped and supplied with flares, lights, and
other devices as may be required for use by law.
BECTION 27: Multiple-beam     Road  Lighting  Equipment--Ex-
cept as hereinafter provided, the headlamps, or the auxiliary driving
lamls, or combinations thereof, on motor vehicles shall be so arranged
that the driver may select at-will between distributions of light pro-
jected to different elevations, subject to the following requirements
and limitations:
(a) There shall be an uppermost distribution of light, or composite
beam, so aimed and of such intensity as to reveal persons and ,e-
hicles at a distance of at least 350 feet ahead for all conditions of
loading. The maximum intensity of this uppermost distribution of
light or composite beam one degree of arc or more above the hori-
zontal level of the lamps when the vehicle is not loaded shall not
exceed 8,000 apparent candle power, and at no other point of the
distribution of light or composite beam shall there be an intensity
of more than 75,000 apparent candle power.
(b) There shall be a lowermost distribution of light, or composite
beam, so aimed that:
(1) When the vehicle is not loaded, none of the high intensity
portion of the light which is directed to the left of the prolongation
of the extreme left side of the vehicle shall, at a distance of 25 feet
ahead, project higher than a level of 10 inches below the level of the
center of the lamp, from which it comes.
(2) When the vehicle is not loaded, none of the high intensity
portion of the light which is directed to tile riLht of the prolongation
of the extreme left side of the vehicle shall, at a distance of 25 feet
ahead, project higher than a level of five inches below the level of
the center of the lamp from which it comes.
(3) In no event shall any of the high intensity uf such lowermost
distribution of light or composite beam pioject higher than a level
of 42 inches above the level on which tile vehicle stands at a distance
of 75 feet ahead.
(c) Where onm intermediate beam is provided, the beam on the
left side of the toad shall be in conformity with (b) (I) of this Sec-
tion.
(d) All road lighting beams siall be so aimed and of sufficient in-
tensity to reveal a person or vehicle at a distance of at least 200 feet
ahead.
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